[image: toolorders_link]
Free Telephone 0844  8488 148
TORQUE WRENCHES FROM TENG TOOLS
SELECTION GUIDE
Toolorders offers the complete range of torque wrenches from Teng Tools. This downloadable Guide is intended to help you in your selection process. We hope you find it useful.

There are three types of Teng Tools torque wrench:
    1.  Q Series – industrial wrenches, ¼” to ¾” drive, ranging from 10 – 1000Nm  

    2.  AG Series – automotive wrenches, ¼” to ¾” drive, ranging from 5 – 980Nm

    3.  Electronic Digital – ½” drive torque wrench only 

1. Q Series Torque Wrenches
Accuracy to ± 4%, meets all international standards
Bi-directional torque function, clicks clockwise and anti-clockwise
Ergonomic handle
Large format scale, easy to read
Easy torque adjustment and locking
Small ratchet head with 60 teeth pattern for easy access in tight areas
Twist reverse function for changing ratchet direction
Quick socket release mechanism
Dual scale Nm and ft/lb
Supplied in plastic box for protection and storage
Manufactured to ISO6789:2003
Supplied with calibration certificate
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2. AG Series Torque Wrenches
Accuracy to ± 4%, meets all international standards
Flip reverse lever for easy direction change when using ratchet
Rubber grip handle for comfortable use especially at high torque levels
In built angular gauge for after tightening of fastenings by set number of degrees
Dual scale Nm and ft/lb
Supplied in a handy carrying and storage case
Manufactured to DIN3122
Supplied with calibration certificate
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3. Electronic digital torque wrench
Accuracy to ± 1%, meets all international standards
9 torque settings
Audio visual warning system before, when and after torque reached
Readings in Nm, ft/lb, in/lb, kg/m
Quick release mechanism, bi-directional torque facility
Recallable memory
Supplied in a handy carrying and storage case
Manufactured to DIN3122
Supplied with calibration certificate


NOTES ON CALIBRATION CERTIFICATES

All Teng Tools torque wrenches are individually tested and certified at the time of manufacture.

However, we are also able to offer torque wrenches with a certificate of tests conducted at the time of despatch from our central warehouse. 

All tests and equipment conform to the relevant ISO standards and individual torque
wrenches will be checked, and a certificate issued, at the time the order is placed with us. 

The cost of this service is included in the price of all torque wrenches carrying the suffix CT as shown in the table below and the website.



Torque wrench selector


	
Code
	Type
	
Drive        “
	Range Nm
	Range ft/lb
	Scale Nm
	Scale ft/lb
	
L mm
	
W mm
	
H mm
	Weight
g
	Price
£ ex VAT

	1492AG-E
	A
	1/4
	5-25
	4-18
	0.4
	0.4
	277
	27.6
	20.6
	580
	38.63

	1492AG-CT
	A
	1/4
	5-25
	4-18
	0.4
	0.4
	277
	27.6
	20.6
	580
	65.18

	3892Q060
	Q
	3/8
	10-60
	10-50
	1.0
	1.0
	400
	29.0
	37.0
	800
	86.18

	3892Q060-CT
	Q
	3/8
	10-60
	10-50
	1.0
	1.0
	400
	29.0
	37.0
	800
	116.25

	3892Q100
	Q
	3/8
	20-100
	14-70
	1.0
	1.0
	400
	29.0
	37.0
	800
	89.93

	3892Q100-CT
	Q
	3/8
	20-100
	14-70
	1.0
	1.0
	400
	29.0
	37.0
	800
	123.75

	3892AG-E1
	A
	3/8
	5-25
	4-18
	0.4
	0.4
	277
	27.6
	20.6
	580
	41.18

	3892AG1-CT
	A
	3/8
	5-25
	4-18
	0.4
	0.4
	277
	27.6
	20.6
	580
	69.38

	3892AG-E3
	A
	3/8
	20-100
	15-75
	1.0
	1.0
	368
	35.9
	27.7
	580
	48.08

	3892AG3-CT
	A
	3/8
	20-100
	15-75
	1.0
	1.0
	368
	35.9
	27.7
	580
	74.93

	1292Q200
	Q
	1/2
	40-200
	32-160
	2.0
	2.0
	483
	40.0
	47.0
	1200
	97.43

	1292Q200-CT
	Q
	1/2
	40-200
	32-160
	2.0
	2.0
	483
	40.0
	47.0
	1200
	123.75

	1292Q320
	Q
	1/2
	64-320
	48-240
	5.0
	5.0
	550
	40.0
	47.0
	1800
	157.50

	1292Q320-CT
	Q
	1/2
	64-320
	48-240
	5.0
	5.0
	550
	40.0
	47.0
	1800
	180.00

	1292D200
	Digital
	1/2
	20-200
	15-150
	0.1
	0.1
	548
	42.5
	46.5
	1200
	255.00

	1292AG-EP
	A
	1/2
	40-200
	30-150
	1.0
	1.0
	465
	46.9
	33.4
	1340
	48.68

	1292AGP-CT
	A
	1/2
	40-200
	30-150
	1.0
	1.0
	465
	46.9
	33.4
	1340
	78.75

	1292AG-E4
	A
	1/2
	70-350
	50-250
	5.0
	5.0
	632
	47.1
	37.1
	2400
	86.63

	1292AG4-CT
	A
	1/2
	70-350
	50-250
	5.0
	5.0
	632
	47.1
	37.1
	2400
	112.43

	1292AG-ER
	A
	1/2
	40-200
	30-160
	1.0
	1.0
	465
	49.6
	33.4
	1340
	60.00

	1292AGR-CT
	A
	1/2
	40-200
	30-160
	1.0
	1.0
	465
	49.6
	33.4
	1340
	86.25

	1292AG-E4R
	A
	1/2
	70-350
	50-250
	5.0
	5.0
	632
	47.1
	37.1
	2400
	97.28

	1292AG4R-CT
	A
	1/2
	70-350
	50-250
	5.0
	5.0
	632
	47.1
	37.1
	2400
	123.75

	3492Q500
	Q
	3/4
	160-800
	120-600
	10.0
	10.0
	1000
	65.0
	68.0
	7100
	206.25

	3492Q500-CT
	Q
	3/4
	160-800
	120-600
	10.0
	10.0
	1000
	65.0
	68.0
	7100
	232.50

	3492Q1000
	Q
	3/4
	200-1000
	200-700
	15.0
	15.0
	1250
	65.0
	68.0
	8000
	457.50

	3492Q1000-CT
	Q
	3/4
	200-1000
	200-700
	15.0
	15.0
	1250
	65.0
	68.0
	8000
	483.75

	3492AG-E
	A
	3/4
	90-450
	50-340
	5.0
	5.0
	850
	72.5
	53.5
	3840
	119.93

	3492AG-CT
	A
	3/4
	90-450
	50-340
	5.0
	5.0
	850
	72.5
	53.5
	3840
	146.25

	3492AG-E1
	A
	3/4
	140-700
	100-500
	2.5
	2.5
	1065
	72.5
	53.5
	6160
	356.25

	3492AG1-CT
	A
	3/4
	140-700
	100-500
	2.5
	2.5
	1065
	72.5
	53.5
	6160
	371.25

	3492AG-E2
	A
	3/4
	200-980
	100-700
	2.5
	2.5
	1213
	72.5
	53.5
	6160
	416.25

	3492AG2-CT
	A
	3/4
	200-980
	100-700
	2.5
	2.5
	1213
	72.5
	53.5
	6160
	431.25

	3492AG-ER
	A
	3/4
	90-450
	50-340
	5.0
	5.0
	850
	72.5
	53.5
	3840
	142.50

	3492AGR-CT
	A
	3/4
	90-450
	50-340
	5.0
	5.0
	850
	72.5
	53.5
	3840
	165.00



Please note that there are torque wrench sets , preset torque wrenches (individual and as a set) and torque multipliers also available. Please see the following references in the website product selector:

3/8” drive torque wrench set                           TTX3892
3/8” drive mechanics set                                   MR3849
½” drive torque wrench in TTX tray                 TTX1292
½” drive pre set torque wrench set                 TTPSQ04
½” drive preset torque wrenches individual  1292AG-090
½” drive torque multiplier and wrench set    TTXMP12
½ and ¾” individual torque multipliers           MP1400 and MP2700
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